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Schwing-stetter MOVES 
CONCRETE. WORLDWIDE.

Concrete batching plants

truck mixers

TRUCK-MIXER CONCRETE PUMPS

TRUCK-MOUNTED CONCRETE PUMPS

STATIONARY CONCRETE PUMPS

SEPArate placing booms

concrete recyclers

SLUDGE PUMPS

Wherever concrete is produced and moved you will find 

SCHWING-Stetter machinery. 

With plants in Germany, Austria, USA, Brazil, Russia, China and 

India as well as with more than 100 sales and service facilities,  

the SCHWING-Stetter group is always close to the customer. 

Our wide range of products for every application makes SCHWING-

Stetter the No. 1 system supplier for concrete machinery worldwide.
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TECHNICAL DATA

Placing boom		  S 20

Delivery line diameter		  DN 100 / DN 125

Vertical reach	 m	 19.6

Horizontal reach	 m	 15.8

Number of arms		  4

Outrigger width, front 	 m	 2,15 / 3.85

Outrigger width, rear	 m	 2.15	

Outrigger load, front	 kN	 110	

Outrigger load, rear	 kN	 70

TrucK-mounted concrete pump    s 20

* Built on MB chassis
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* Built on MB chassis

TECHNICAL DATA

Placing boom		  S 24 X

Delivery line diameter		  DN 125

Vertical reach	 m	 23.5

Horizontal reach	 m	 19.5

Number of arms		  4

Outrigger width, front 	 m	 4.69 / 5.96*

Outrigger width, rear	 m	 2.24 / 3.6*

Outrigger load, front	 kN	 140

Outrigger load, rear	 kN	 90

*	 depending on truck and/or pump kit

truck-mounted concrete pump    s 24 X
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Net horizontal reach 21,48 m *
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TECHNICAL DATA

Placing boom		  S 28 X

Delivery line diameter		  DN 125

Vertical reach	 m	 27.7

Horizontal reach	 m	 23.7

Number of arms		  4

Outrigger width, front 	 m	 5.96

Outrigger width, rear	 m	 3.6

Outrigger load, front	 kN	 130	

Outrigger load, rear	 kN	 100

* Built on MB chassis

truck-mounted concretE pump    s 28 X



      2 x 370°

End hose 4.00 m

4.83 m            4.70 m            4.85 m

Net horizontal reach 24.00 m *
       Horizontal reach 26.50 m
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TECHNICAL DATA

Placing boom		  S 31 XT

Delivery line diameter		  DN 125

Vertical reach	 m	 30.5

Horizontal reach	 m	 26.5

Number of arms		  4

Outrigger width, front 	 m	 6.21

Outrigger width, rear	 m	 5.7	

Outrigger load, front	 kN	 200	

Outrigger load, rear	 kN	 160

truck-mounted concrete pump    s 31 XT



14 | 15   TRUCK-MOUNTED CONCRETE PUMP    s 36 X

TECHNICAL DATA

Placing boom		  S 36 X

Delivery line diameter		  DN 125

Vertical reach	 m	 35.20

Horizontal reach	 m	 31.25

Number of arms		  4

Outrigger width, front 	 m	 6.21

Outrigger width, rear	 m	 5.70

Outrigger load, front	 kN	 190	

Outrigger load, rear	 kN	 150
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TECHNICAL DATA

Placing boom		  S 36 SX

Delivery line diameter		  DN 125

Vertical reach	 m	 36.1

Horizontal reach	 m	 32.0

Number of arms		  4

Outrigger width, front 	 m	 6.98

Outrigger width, rear	 m	 6.40

Outrigger load, front	 kN	 190

Outrigger load, rear	 kN	 180

* Built on MB chassis

TRUCK-MOUNTED CONCRETE PUMP    s 36 SX
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TECHNICAL DATA

Placing boom		  S 39 SX

Delivery line diameter		  DN 125

Vertical reach	 m	 38.70

Horizontal reach	 m	 34.70

Number of arms		  4

Outrigger width, front 	 m	 7.94

Outrigger width, rear	 m	 6.40

Outrigger load, front	 kN	 180

Outrigger load, rear	 kN	 180

* Built on MB chassis

TRUCK-MOUNTED CONCRETE PUMP    s 39 SX
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20 | 21   TRUCK-MOUNTED CONCRETE PUMP    s 42 SX

TECHNICAL DATA

Placing boom		  S 42 SX

Delivery line diameter		  DN 125

Vertical reach	 m	 42.1

Horizontal reach	 m	 38.0

Number of arms		  4

Outrigger width, front 	 m	 8.30

Outrigger width, rear	 m	 8.30

Outrigger load, front	 kN	 240

Outrigger load, rear	 kN	 220	

* Built on MB chassis



TRUCK-MOUNTED CONCRETE PUMP    s 43 SX
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TECHNICAL DATA

Placing boom		  S 43 SX

Delivery line diameter		  DN 125 

Vertical reach	 m	 42.30

Horizontal reach	 m	 38.10

Number of arms		  5

Outrigger width, front 	 m	 8.30

Outrigger width, rear	 m	 8.30	

Outrigger load, front	 kN	 240	

Outrigger load, rear	 kN	 240



Net horizontal reach 38.40 m *

Net horizontal reach 40.10 m *
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TECHNICAL DATA

Placing boom		  S 45 SX

Delivery line diameter		  DN 125 

Vertical reach	 m	 44.70

Horizontal reach	 m	 40.90

Number of arms		  4

Outrigger width, front 	 m	 8.30

Outrigger width, rear	 m	 8.30	

Outrigger load, front	 kN	 260	

Outrigger load, rear	 kN	 250

* Built on MB chassis

TRUCK-MOUNTED CONCRETE PUMP    s 45 SX



TRUCK-MOUNTED CONCRETE PUMP    s 47 SX
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TECHNICAL DATA

Placing boom		  S 47 SX

Delivery line diameter		  DN 125 / 112

Vertical reach	 m	 46.4

Horizontal reach	 m	 42.6

Number of arms		  4

Outrigger width, front 	 m	 8.30

Outrigger width, rear	 m	 8.30	

Outrigger load, front	 kN	 260	

Outrigger load, rear	 kN	 250

* Built on MB chassis



End hose 4.00 m
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TECHNICAL DATA

Placing boom		  S 52 SX

Delivery line diameter		  DN 125

Vertical reach	 m	 52.0

Horizontal reach	 m	 48.2

Number of arms		  5

Outrigger width, front 	 m	 8.90

Outrigger width, rear	 m	 10.34	

Outrigger load, front	 kN	 340

Outrigger load, rear	 kN	 300

* Built on MB chassis

TRUCK-MOUNTED CONCRETE PUMP    s 52 SX
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TECHNICAL DATA

Placing boom		  S 55 SX

Delivery line diameter		  DN 112      

Vertical reach	 m	 54.5

Horizontal reach	 m	 50.7

Number of arms		  5

Outrigger width, front 	 m	 8.9

Outrigger width, rear	 m	 10.34

Outrigger load, front	 kN	 340	

Outrigger load, rear	 kN	 300

* Built on MB chassis

TRUCK-MOUNTED CONCRETE PUMP    s 55 SX
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TECHNICAL DATA

Placing boom		  S 58 SX

Delivery line diameter		  DN 125

Vertical reach 	 m	 57.3

Horizontal reach	 m	 53.4

Number of arms		  4

Outrigger width, front 	 m	 8.90

Outrigger width, rear	 m	 12.50	

Outrigger load, front	 kN	 370	

Outrigger load, rear	 kN	 360

* Built on MB chassis

TRUCK-MOUNTED CONCRETE PUMP    s 58 SX
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TECHNICAL DATA

Placing boom		  S 61 SX

Delivery line diameter		  DN 112

Vertical reach	 m	 60.1

Horizontal reach	 m	 56.3

Number of arms		  4

Outrigger width, front 	 m	 8.90

Outrigger width, rear	 m	 12.50	

Outrigger load, front	 kN	 370	

Outrigger load, rear	 kN	 360

TRUCK-MOUNTED CONCRETE PUMP    s 61 SX

* Built on MB chassis



TRUCK-MIXER CONCRETE PUMP   FBP 21

TECHNICAL DATA

Placing boom		  FBP 21

Vertical reach	 m	 21.5

Horizontal reach	 m	 17.3

Number of arms		  3

Outrigger width, front 	 m	 3.85

Outrigger width, rear	 m	 -	

Outrigger load, front	 kN	 140	

Outrigger load, rear	 kN	 -
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TRUCK-MIXER CONCRETE PUMP    FBP 24

TECHNICAL DATA

Placing boom		  FBP 24

Vertical reach	 m	 23.8

Horizontal reach	 m	 19.6

Number of arms		  3

Outrigger width, front 	 m	 3.85

Outrigger width, rear	 m	 1.05	

Outrigger load, front	 kN	 180	

Outrigger load, rear	 kN	 130
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TRUCK-MIXER CONCRETE PUMP    FBP 26

TECHNICAL DATA

Placing boom		  FBP 26

Vertical reach	 m	 25.8

Horizontal reach	 m	 21.6

Number of arms		  3

Outrigger width, front 	 m	 3.85

Outrigger width, rear	 m	 1.05	

Outrigger load, front	 kN	 180	

Outrigger load, rear	 kN	 130
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Combination of pump kits and booms

	P  1020	 P 1620	P 2020	P 2023 	P 2023 US		P 2525

S 20 X		  	 	

S 24 X			   	

S 28 X			   	

S 31 XT				    	

S 36 X				    	

S 36 SX				    	 	

S 39 SX				    	 	  

S 42 SX				    	 	

S 43 SX				    	 	

S 45 SX				    	 	

S 47 SX				    	 	

	P  1020	 P 1620	P 2020	P 2023	P 2023 US	P 2525

S 52 SX						    

S 55 SX						    

S 58 SX						    

S 61 SX						    

FBP 21	 	

FBP 24	

FBP 26	

PUMP KITS

Model	H yd. drive	 Conveying 	H yd. cylinders	S trokes	M ax. concrete	M ax. concrete	

		  cylinders			   output	 pressure

Unit	 l/min			   min-1	 m3/h	 bar	

P 1020	 225	 200 x 1000	   90/50	 32	   60	   70

P 1620	 380	 200 x 1600	 120/80	 35	 106	 108

P 2020	 380	 200 x 2000	 120/80	 28	 107	 108

P 2023	 380	 230 x 2000	 110/75	 19	   96	   85	

P 2023	 535	 230 x 2000	 110/75	 28	 138	   85

P 2023	 636	 230 x 2000	 110/75	 33	 163	   85

P 2023 US	 380	 230 x 2000	 130/80	 22	 110	 118

P 2023 US	 535	 230 x 2000	 130/80	 32	 158	 118

P 2525	 535	 250 x 2500	 120/85	 19	 138	   85

P 2525	 636	 250 x 2500	 120/85	 22	 164	   85

(max. output and max. pressure not possible simultaneously)
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